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ABSTRACT
Anisotropic attenuation can provide sensitive attributes
for fracture detection and lithology discrimination. This pa-
per analyzes measurements of the P-wave attenuation coeffi-
cient in a transversely isotropic sample made of phenolic ma-
terial. Using the spectral-ratio method, we estimate the group
effective attenuation coefficient of P-waves transmitted
through the sample for a wide range of propagation angles
from 0° to 90° with the symmetry axis. Correction for the
difference between the group and phase angles and for the an-
gular velocity variation help us to obtain the normalized
phase attenuation coefficient A governed by the Thomsen-
style attenuation-anisotropy parameters Q and Q. Whereas
the symmetry axis of the angle-dependent coefficient A prac-
tically coincides with that of the velocity function, the magni-
tude of the attenuation anisotropy far exceeds that of the ve-
locity anisotropy. The quality factor Q increases more than
tenfold from the symmetry axis slow direction to the isotro-
py plane fast direction. Inversion of the coefficient A using
the Christoffel equation yields large negative values of the
parameters Q and Q. The robustness of our results critically
depends on several factors, such as the availability of an ac-
curate anisotropic velocity model and adequacy of the homo-
geneous concept of wave propagation, as well as the choice
of the frequency band. The methodology discussed here can
be extended to field measurements of anisotropic attenuation
needed for AVO amplitude-variation-with-offset analysis,
amplitude-preserving migration, and seismic fracture detec-
tion.
INTRODUCTION
Most existing publications on seismic anisotropy are devoted to
the influence of angular velocity variation in purely elastic media on
the traveltimes and amplitudes of seismic waves. It is likely; howev-
er, that anisotropic formations are also characterized by directional-
ly dependent attenuation related to the internal structure of the rock
matrix or the presence of aligned fractures or pores e.g., Mavko and
Nur, 1979; MacBeth, 1999; Pointer et al., 2000; Maultzsch et al.,
2003.
Various issues related to the analytic treatment of attenuation in
anisotropic media were addressed by Borcherdt and Wennerberg
1985, Krebes and Le 1994, Carcione 2001, Červený and
Pšenčík 2005, and others. For example, the quality factor Q, wide-
ly used as a measure of attenuation in isotropic media e.g., Johnston
and Toksöz, 1981, can be replaced by a matrix that describes aniso-
tropic attenuation. Each element Qij of the quality-factor matrix is
defined as the ratio of the real and imaginary parts of the correspond-
ing stiffness coefficient Carcione, 2001. To facilitate the character-
ization of anisotropic attenuation, Zhu and Tsvankin 2004, 2006
introduced Thomsen-style attenuation parameters Q, Q, and Q de-
rived from the Q-matrix for transversely isotropic TI media and
used the new notation to obtain simple approximations for the angle-
dependent attenuation coefficients.
Although experimental measurements of attenuation, both in the
field and on rock samples, are relatively rare, they indicate that the
magnitude of attenuation anisotropy often exceeds that of velocity
anisotropy e.g., Tao and King, 1990; Arts and Rasolofosaon, 1992;
Prasad and Nur, 2003. For example, according to the measurements
of Hosten et al. 1987 for an orthorhombic sample made of compos-
ite material, the quality factor for P-waves changes from Q6 in the
vertical direction to Q35 in the horizontal direction. Hosten et al.
1987 also show that the symmetry of the attenuation coefficient
closely follows that of the velocity function.
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Here, we extend the spectral-ratio method to anisotropic media
and apply it to P-wave transmission data acquired in a symmetry
plane of a phenolic sample. Fitting the theoretical normalized atten-
uation coefficient A to the measurements for a wide range of propa-
gation angles yields estimates of the attenuation-anisotropy parame-
ters Q andQ.Although the experiment was performed for a synthet-
ic material, the results are indicative of the high potential of attenua-
tion-anisotropy analysis for field seismic data.
THEORETICAL BACKGROUND
P-wave attenuation in TI media
Propagation of plane P- and SV-waves in TI media with TI attenu-
ation is described by the Christoffel equation e.g., Carcione, 2001:
c˜11k˜1
2 + c˜55k˜3
2
− 2c˜55k˜1
2 + c˜33k˜3
2
− 2
− c˜13 + c˜55k˜1k˜32 = 0, 1
where  is the density,  is the angular frequency, c˜ij = cij + icijI are
the complex stiffness coefficients the symbol “” above a letter de-
notes a complex variable, and k˜ = k − ikI is the complex wave vec-
tor. Generally, the vectors k and kI the imaginary part kI is some-
times called the attenuation vector have different orientations,
which means that phase slowness direction does not coincide with
the direction of maximum attenuation. In that case, wave propaga-
tion is often called inhomogeneous, and the angle between k and kI
is called the inhomogeneity angle. Whereas the inhomogeneity an-
gle represents a free parameter in plane-wave propagation, it is usu-
ally small for wavefields excited by point sources in weakly attenua-
tive, weakly anisotropic media for more details, see Zhu and Ts-
vankin, 2006. Hereafter, we assume that wave propagation is homo-
geneous and k˜ = nk − ikI, where n is the unit slowness vector.
As discussed in Carcione 2001 and Zhu and Tsvankin 2006,
the Christoffel equation 1 yields the real-valued phase velocity
v = /k and the normalized attenuation coefficient A = kI/k. The
coefficient A, which determines the rate of amplitude decay per
wavelength, is expressed through the quality-factor matrix Qij
cij/cijI  and the real parts cij of the stiffnesses c˜ij. Even for the rela-
tively simple medium in which both cij and cijI have TI hexagonal
symmetry, the exact attenuation coefficients of P- and SV-waves
have a rather complicated form.
To facilitate analytic description of TI attenuation, Zhu and Ts-
vankin 2004, 2006 suggested a notation based on the same princi-
ple as the commonly used Thomsen 1986 parameters for velocity
anisotropy. For P- and SV-waves, the set of Thomsen-style attenua-
tion-anisotropy parameters includes AP0, AS0, Q, and Q see Ap-
pendix A. The parameters AP0 and AS0 are the P- and S-wave atten-
uation coefficients respectively in the symmetry direction, while
Q and Q control the angle variation of the attenuation coefficients
between the symmetry axis and the isotropy plane. In the limit of
small attenuation and weak anisotropy for both velocity and attenu-
ation, the P-wave attenuation coefficient can be significantly sim-
plified by linearizing the solution of the Christoffel equation 1 in the
anisotropy parameters Zhu and Tsvankin, 2006:
A = AP0 1 + Q sin2 cos2 + Q sin4 , 2
where  is the phase angle with the symmetry axis.
Equation 2 has exactly the same form as Thomsen’s 1986 weak-
anisotropy approximation for the P-wave phase velocity. The pa-
rameter Q is responsible for the attenuation coefficient in near-verti-
cal directions, while Q controls A near the horizontal plane. The
definition of the parameter Q; however, is more complicated than
that of Thomsen’s parameter  and reflects the coupling between the
anisotropy of attenuation and velocity. If both Q and Q go to zero,
the approximate coefficient A becomes isotropic i.e., independent
of angle. Note that the exact attenuation coefficient A is somewhat
dependent on the velocity parameters  and  in addition to Q and Q
Zhu and Tsvankin, 2006.
Spectral-ratio method for anisotropic attenuation
The spectral-ratio method is often used to estimate the attenuation
coefficient in both physical modeling and field surveys. For labora-
tory experiments, application of this method typically involves am-
plitude measurements made under identical conditions for the sam-
ple of interest and for a purely elastic nonattenuative reference
sample.
The frequency-domain displacement of the direct wave recorded
for the reference nonattenuative homogeneous sample the super-
script 0 can be written as
U0 = SG0x0 eit−x
0/VG
0
, 3
where x is the vector connecting the source and receiver, VG is the
group ray velocity in the direction x, S is the spectrum of the
source pulse, and the factor Gx incorporates the radiation pattern
of the source and the geometrical spreading along the raypath. Simi-
larly, the frequency-domain displacement for the attenuative sample
the superscript 1 has the form
U1 = SG1x1 e−kG
I x1eit−x
1/VG
1; 4
kGI is the amplitude decay factor attenuation coefficient in the group
ray direction.
The logarithm of the amplitude ratio can be found from equations
3 and 4 as
ln	U1U0	 = ln
G1G0 − kGI x1 . 5
The frequency dependence of the term G1/G0 is usually consid-
ered to be negligible in the frequency band of interest. Then the slope
of lnU1/U0 expressed as a function of the frequency  yields the
local value of the inverse Q-factor in the source-receiver direction. If
this slope changes with , then the assumption of frequency-inde-
pendent Q is not valid.
In isotropic media with isotropic angle-invariant attenuation,
the group attenuation coefficient kGI measured along the raypath co-
incides with the phase plane-wave attenuation coefficient kI. For
anisotropic media with anisotropic attenuation; however, these two
coefficients generally differ. If wave propagation is homogeneous
i.e., the inhomogeneity angle is negligible, the group and phase at-
tenuation coefficients are related by the equation kGI = kI cos ˆ ,
where ˆ is the angle between the group- and phase-velocity vectors
Zhu and Tsvankin, 2004.
Then the normalized phase attenuation coefficient introduced
above is given by
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A = k
I
k
=
kI

V =
kG
I

V
cos ˆ
, 6
where V is the phase velocity that corresponds to the source-receiver
group direction i.e., V is the velocity of the plane wave tangential
to the wavefront at the receiver location. Therefore, the coefficient
A can be found as the measured slope of the group attenuation coef-
ficient kGI  scaled by the ratio V/cos ˆ .
Here, we employ the following procedure of inverting P-wave at-
tenuation measurements for the attenuation-anisotropy parameters.
First, the slope of the logarithmic spectral ratio in equation 5 ex-
pressed as a function of is used to estimate kGI /. Second, using the
velocity parameters of the sample assumed to be known, we com-
pute the phase velocity V and angle ˆ and substitute them into equa-
tion 6 to find the coefficient A. Third, the measurements of A for a
wide range of phase angles are inverted for the attenuation-anisotro-
py parameters Q and Q. Approximate values of Q and Q can be
found in a straightforward way from the linearized equation 2. More
accurate results; however, are obtained by nonlinear inversion based
on the exact Christoffel equation 1.
Because of the dependence of the exact coefficient A on the ve-
locity parameters Zhu and Tsvankin, 2006 and the contribution of
the velocity anisotropy to equation 6, estimation of Q and Q re-
quires knowledge of the anisotropic velocity field. Since the influ-
ence of attenuation on velocity typically is a second-order factor, an-
isotropic velocity analysis can be performed prior to attenuation
measurements. In the inversion below we use the results of Dewan-
gan 2004 and Dewangan et al. 2006, who estimated the velocity-
anisotropy parameters of our sample by inverting reflection travel-
times of PP- and PS-waves.
EXPERIMENTAL SETUP AND DATA PROCESSING
Our goals were to measure the directional dependence of the
P-wave attenuation coefficient in a composite sample and invert
these measurements for the attenuation-anisotropy parameters Q
and Q. We used XX-paper-based phenolic material composed of
thin layers of paper bonded with phenolic resin. This fine layering
produces an effective anisotropic medium on the scale of the pre-
dominant wavelength. The sample was prepared by Dewangan
2004; Figure 1, who pasted phenolic blocks together at an angle,
which resulted in a transversely isotropic model with the symmetry
axis tilted from the vertical by 70° TTI medium. Laser-Doppler
measurements of the vertical component of the wavefield were made
by van Wijk in the PhysicalAcoustic Laboratory at Colorado School
of Mines.
Dewangan et al. 2006 show that the TTI model adequately ex-
plains the kinematics of multicomponent P, S, and PS data in the
vertical measurement plane that contains the symmetry axis called
the symmetry-axis plane. Although phenolic materials are general-
ly known to be orthorhombic e.g., Grechka et al., 1999, body-wave
velocities and polarizations in the symmetry planes of orthorhombic
media can be described by the corresponding TI equations Ts-
vankin, 1997, 2005.
The original purpose of acquiring the transmission data used here
Figures 1 and 2a was to verify the accuracy of the parameter-esti-
mation results obtained by Dewangan et al. 2006. The P-wave
source a flat-faced, cylindrical, piezoelectric-contact transducer
was fixed at the bottom of the model and the wavefield was recorded
by a laser vibrometer at an interval of 2 mm. The spread of the re-
ceiver locations was wide enough to cover a full range of propaga-
tion angles from 0° to 90° with respect to the tilted symmetry
axis.
To perform attenuation analysis, we separated the first direct ar-
rival by applying a Gaussian window to the raw data. The amplitude
spectrum of the windowed first arrival obtained by filtering out the
low  f5 kHz and high  f	750 kHz frequencies is shown in
Figure 2b. An aluminum block with negligibly small attenuation
served as the reference model. The reference trace was acquired by a
receiver located directly opposite the source Figure 3.
For each receiver position at the surface of the phenolic sample,
we divided the spectrum of the windowed recorded trace by that of
the reference trace to compute the spectral ratio equation 5.
Records with a low signal-to-noise ratio were excluded from the
analysis. Note that Figures 2b and 3 reveal gaps in the frequency
spectrum around 170 and 200 kHz, respectively, which are likely
related to the mechanical properties of the piezoelectric source. To
estimate the group-attenuation coefficient kGI from equation 5, we
chose a frequency band 60–110 kHz away from the spectral gaps.
According to the spectral-ratio method described above, the relevant
elements Qij in that frequency band are assumed to be constant.
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Figure 1. Physical model of a TI layer with the symmetry axis tilted
at 70° from Dewangan et al., 2006. The transmitted wavefield is
excited by an ultrasonic contact transducer at the bottom of the mod-
el and recorded by a laser vibrometer.
Figure 2. a Raw transmitted wavefield excited by a P-wave trans-
ducer and b the amplitude spectrum of the windowed first arrival.
The solid curve is the P-wave traveltime modeled by Dewangan et
al. 2006 using the inverted parameters from Figure 4. The time
sampling interval is 2
s and the width of the Gaussian window is 40
samples.
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EVALUATION OF ATTENUATION ANISOTROPY
The parameters of the TTI velocity model needed to process the
attenuation measurements were obtained by Dewangan et al. 2006
from reflection PP and PS data Figure 4. Tilted transverse isotropy
is described by the P- and S-wave velocities in the symmetry direc-
tion VP0 and VS0, respectively, Thomsen anisotropy parameters 
and  defined with respect to the symmetry axis, the angle between
the symmetry axis and the vertical, and the thickness z of the sample.
The known values of  = 70° and z = 10.8 cm were accurately esti-
mated from the reflection data, which confirms the robustness of the
velocity-inversion algorithm.
Estimation of the attenuation-anisotropy parameters
Using the computed slope of the function kGI  for each receiver
location and the velocity parameters of the sample Figure 4, we
found the normalized phase-attenuation coefficient A from equation
6. Note that the difference between the group and phase-attenuation
coefficients for our model does not exceed 6%. The coefficient A ex-
hibits an extremely pronounced variation between the slow 0° and
fast 90° directions Figure 5. The largest attenuation is observed
along the symmetry axis  = 0°, where the P-wave phase velocity
reaches its minimum value. Since the symmetry direction is orthog-
onal to the multiple thin layers bonded together to form the model,
the rapid increase in attenuation toward  = 0° could be expected.
The polar plot of the attenuation coefficient Figure 6 indicates
that the symmetry axis of the function A is close to that for the ve-
locity measurements. Although we did not acquire data for angles
over 90° to reconstruct a more complete angle variation of A, the di-
rection orthogonal to the layering should indeed represent the sym-
metry axis for all physical properties of the model. To quantify the
attenuation anisotropy, we used the Christoffel equation 1 to esti-
mate the best-fit parameters AP0 = 0.16 Q33 = 3.2, Q = −0.92,
and Q = −1.84. The small-attenuation, weak-anisotropy approxi-
mation equation 2 yields similar values AP0 = 0.16, Q = −0.86,
and Q = −1.91 despite the large magnitude of the angle variation
of A Figure 6.
Though it is predictable that the largest attenuation coefficient for
this model should be observed at the velocity minimum, the ex-
tremely low value of Q33 = 3.2 is somewhat surprising. It should be
mentioned; however, that the estimates of the attenuation coefficient
near the symmetry axis may have been distorted by the relatively
low reliability of amplitude measurements at long offsets corre-
sponding to small angles  Figure 1. Problems in applying our
methodology for large source-receiver distances may be related to
such factors as frequency-dependent geometric spreading and in-
creased influence of heterogeneity.
An essential assumption behind the estimates of the attenuation-
anisotropy parameters is that the inhomogeneity angle is negligibly
small.Although the modeled attenuation coefficient provides a good
fit to the measured curve, it is not clear how significant the inhomo-
geneity angle for this model may be and how it can influence the pa-
rameter-estimation results. Moreover, the coupling of the source
with the reference aluminum block differs from that of the phenolic
sample, which can influence the source spectra and cause errors in
the attenuation estimation.
Uncertainty analysis
It is important to evaluate the uncertainty of the attenuation mea-
surements caused by possible errors in the velocity-anisotropy pa-
rameters. Using the standard deviations in the parameters VP0, , ,
and  provided by Dewangan et al. 2006, we repeated our inver-
sion procedure for 50 realizations of the input TTI velocity model
Figure 7. Although the variation of the estimated attenuation coef-
ficients in some directions is substantial, the mean values of the at-
tenuation-anisotropy parameters obtained from the best-fit curve
A are close to those listed above. The standard deviations are 2%
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Figure 3. a Reference trace for vertical propagation through an alu-
minum block and b its amplitude spectrum.
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Figure 4. Parameters of the TTI model estimated from reflection
traveltimes of PP- and PS-waves in the symmetry-axis plane after
Dewangan et al., 2006. The mean values are VP0 = 2.6 km/s,
VS0 = 1.38 km/s,  = 0.46, and  = 0.11. The error bars mark the
standard deviations in each parameter obtained by applying the in-
version algorithm to 200 realizations of input reflection traveltimes
contaminated by Gaussian noise. The standard deviation of the noise
was equal to one-eighth of the dominant period of the reflection ar-
rivals.
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Figure 5. Normalized attenuation coefficient A as a function of the
phase angle  with the symmetry axis.
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for AP0, 0.01 for Q, and 0.06 for Q, indicating that the influence of
moderate errors in the velocity field on our results is not significant.
Another potential source of uncertainty in the attenuation-aniso-
tropy measurements is the choice of the frequency band used in the
spectral-ratio method. Figure 8 shows the distribution of 50 realiza-
tions of the attenuation-anisotropy parameters obtained for variable
upper and lower bounds of the frequency band. The means of the es-
timated parameters are AP0 = 0.16, Q = −0.90, and Q = −1.94,
with standard deviations of 3% for AP0, 0.06 for Q, and 0.15 for Q.
Therefore, the sensitivity of the attenuation-anisotropy parameters
to moderate variations in the bounds of the frequency band is not
negligible.
In accordance with the spectral-ratio method, we assume the qual-
ity-factor components Qij to be frequency-independent within the
frequency band used in the analysis. However, observed variations
of the slope of the coefficient kGI in the frequency domain indicate
that Qij and the attenuation-anisotropy parameters may vary with
frequency.
DISCUSSION
While the large difference between the attenuation coefficients in
the two principal directions is unquestionable, the accuracy of our
measurements strongly depends on several assumptions. First, the
radiation pattern of the source and the geometri-
cal spreading are taken to be frequency indepen-
dent in the frequency band used in the spectral-ra-
tio method. Because of the possible influence of
heterogeneity, it is desirable to test the validity of
this assumption, particularly for relatively large
source-receiver offsets. For example, the experi-
ment can be redesigned by making measurements
on two different-size samples of the same phenol-
ic material. Then it would be possible to compute
the spectral ratios for arrivals propagating in the
same direction and recorded at different distances
from the source. In this case, the potential fre-
quency dependence of the radiation pattern
would be removed from the attenuation measure-
ment along with the spectrum of the source pulse
and no reference trace would be required.
Second, our analytic solutions for the attenua-
tion coefficient are based on the common as-
sumption of homogeneous wave propagation
i.e., the inhomogeneity angle is assumed to be
negligible. For strongly attenuative models with
pronounced attenuation anisotropy, this assump-
tion may cause errors in the interpretation of at-
tenuation measurements. In particular, if the
model is layered, the inhomogeneity angle is gov-
erned by the boundary conditions and can be sig-
nificant even for moderate values of the attenua-
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Figure 6. Polar plot of the attenuation coefficient against the background of our physical
model. The estimated function A from Figure 5 blue curve was used to find the best-
fit attenuation coefficient from the Christoffel equation 1 black and approximate equa-
tion 2 dashed. The numbers on the perimeter indicate the phase angle with the symme-
try axis.
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Figure 7. Influence of errors in the velocity model on the attenuation
parameters. The error bars mark the standard deviation in each in-
verted parameter obtained by applying our algorithm with 50 real-
izations of the input TTI velocity model. The standard deviations in
the TTI parameters are taken from Dewangan et al. 2006.
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Figure 8. Influence of the frequency band used in the spectral-ratio
method on the attenuation parameters. The error bars mark the stan-
dard deviation in each parameter obtained by applying our algorithm
with 50 realizations of the upper and lower bounds of the frequency
band. The upper bound was changed randomly between 88 and
132 kHz, and the lower bound between 44 and 66 kHz.
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tion coefficients. Hence, future work should include evaluation of
the magnitude of the inhomogeneity angle and of its influence on the
estimation of the attenuation-anisotropy parameters.
Third, our data-processing sequence did not include compensa-
tion for a possible attenuation-related frequency dependence of the
reflection/transmission coefficients along the raypath. Moreover,
choice of the frequency band can change the results of attenuation
analysis.
Finally, since this work was restricted to P-waves, we did not eval-
uate the strength of the shear-wave attenuation anisotropy and esti-
mate the full set of Thomsen-style anisotropy parameters. A more
complete characterization of attenuation anisotropy requires com-
bining compressional data with either shear or mode-converted
waves.
CONCLUSIONS
Since case studies involving attenuation measurements are
scarce, physical modeling can provide valuable insights into the be-
havior of attenuation coefficients and the performance of seismic al-
gorithms for attenuation analysis. Here, we extended the spectral-ra-
tio method to anisotropic materials and applied it to P-waves trans-
mitted through a transversely isotropic sample for a wide range of
propagation angles. After estimating the group effective attenua-
tion along the raypath, we computed the corresponding phase
plane-wave attenuation coefficient A using the known TI velocity
model. The difference between the phase and group attenuation,
caused by the influence of velocity anisotropy, has to be accounted
for in the inversion for the attenuation-anisotropy parameters.
The angle-varying coefficient A was used to estimate the Thoms-
en-style attenuation parameters AP0, Q, and Q. The large absolute
values of both Q = −0.92 and Q = −1.84 reflect the extremely high
magnitude of the attenuation anisotropy, with the Q-factor increas-
ing from 3.2 in the slow symmetry-axis direction to almost 40 in
the fast isotropy-plane direction.
Our results corroborate the conclusions of some previous experi-
mental studies that attenuation is often more sensitive to anisotropy
than phase velocity or reflection coefficient. In particular, we believe
that the attenuation-anisotropy parameters will become valuable
seismic attributes in characterization of fractured reservoirs.
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APPENDIX A
THOMSEN-STYLE PARAMETERS
FOR ATTENUATIVE TI MEDIA
The attenuation coefficients in TI media with TI attenuation can
be conveniently described using the Thomsen-style notation of Zhu
and Tsvankin 2004, 2006. Instead of the five independent compo-
nents Qij of the quality-factor matrix, they defined two isotropic ref-
erence quantities AP0 and AS0 and three dimensionless parameters
Q, Q, andQ responsible for the attenuation anisotropy.
AP0 and AS0 represent the P- and S-wave attenuation coefficients
respectively in the symmetry direction:
AP0 
1
2Q33
, A-1
AS0 
1
2Q55
. A-2
Note that equations A-1 and A-2 are accurate to the second order in
1/Qii.
The parameter Q denotes the fractional difference between the P-
wave attenuation coefficients in the isotropy plane and along the
symmetry axis:
Q 
1/Q11 − 1/Q33
1/Q33
=
Q33 − Q11
Q11
. A-3
Another attenuation-anisotropy parameter, Q, is expressed through
the curvature of the P-wave attenuation coefficient A in the symme-
try direction. Therefore, Q governs the variation of A with the phase
angle  near the symmetry axis:
Q 
1
2AP0
	 d2Ad 2 	=0
=
Q33 − Q55
Q55
c55
c13 + c332
c33 − c55
+ 2
Q33 − Q13
Q13
c13c13 + c55
c33c33 − c55
A-4
4
Q33 − Q55
Q55
g + 2
Q33 − Q13
Q13
1 + 2 − 2g , A-5
where gV S02 /V P02 is the squared vertical-velocity ratio. Equation
A-5 is a linearized approximation valid for 1 and g1. The de-
pendence of Q on the velocity parameter  is indicative of the cou-
pling between the attenuation coefficient and velocity anisotropy.
The third anisotropic parameter, Q not used in this paper, is re-
sponsible for the attenuation anisotropy of SH-waves.
The approximate P-wave attenuation coefficient in terms of the
parameters AP0, Q, and Q is given in the main text equation 2.
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